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10mm plasterboard

70/90mm Wall Frame (Air Gap)

Ir

Exsulite Absorbent/Breathable Wrap

Exsulite Cavity Spacers

60mm, 75mm & 100mm Exsulite Panel

AcraTex Texture Coating System

60mm Exsulite Panel 75mm Exsulite Panel 100mm Exsulite Panel
R-Value R-Value R- Value

Airfilm (Still Air) 0.12 Airfilm (Still Air) 0.12 Airfilm (Still Air) 0.12
10mm plasterboard 0.059 10mm plasterboard 0.059 10mm plasterboard 0.059
70/90mm Air gap (0.9/0.9) 0.16 70/90mm Air gap (0.9/0.9) 0.16 70/90mm Air gap (0.9/0.9) 0.16
Exsulite Wrap 0 Exsulite Wrap 0 Exsulite Wrap 0
25mm Air gap (0.9/0.9) 0.16 25mm Air gap (0.9/0.9) 0.16 25mm Air gap (0.9/0.9) 0.16
Exsulite Panel (60mm) 1.566 Exsulite Panel (75mm) 1.958 Exsulite Panel (100mm) 2.611
AcraTex Texture Coating System 0 AcraTex Texture Coating System 0 AcraTex Texture Coating System 0
Airfilm ( 7m/s) 0.04 Airfilm ( 7m/s) 0.04 Airfilm ( 7m/s) 0.04
Total R-Value 2.105 Total R-Value 2.497 Total R-Value 3.15

The above calculations are in presented in accordance with the principles outlined in the Building Code of Australia (2012)
Exsulite R Values are calculated on M Grade EPS to Australian Standard 1366.3 with a conductivity value of 0.0383 W/nd.K
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